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MATERIAL: CROSS LINK PE 

DENSITY: 1.80-2.20 PCF 

COMPRESSION STRENGTH (ASTM D3575) 
PSI @ 25%: 

 
5 PSI 

TENSILE STRENGTH (ASTM D3575): 58 PSI  

ELONGATION TO BREAK (ASTM D3575): 123% 

TEAR RESISTANCE (ASTM D3575): 6 LBS/IN  

COMPRESSION SET (ASTM D3575): 28% OF ORIGINAL THICKNESS 

HARDNESS 
SHORE 00 SCALE: 

 
51 

THERMAL STABILITY 
24 HRS @ 158°F: 

 
2.0% MAX 

THERMAL CONDUCTIVITY 
(K FACTOR @ 70°F): 

 
.25 

WATER ABSORPTION (ASTM D3575): 0.04 LBS/SF 

FLAME  RESISTANCE (FMVSS 302): PASS 

  

 



TYPICAL PROPERTIES OF 
2A VOLARA 

 
POLYMER: CROSS-LINKED POLYETHYLENE 

FLAMMABILITY SPECIFICATIONS 
FMVSS-302: 

 
PASS, ≥ .312” 

M = MACHINE DIRECTION 

PHYSICAL PROPERTY TEST METHOD UNIT OF 
MEASURE 

RESULT* 

COMPRESSION DEFLECTION  
@ 25% 

ASTM D 3575 psi 
kpa 

 

5 
35 

DENSITY ASTM D 3575 pcf 
g/cm³ 

1.8-2.2 
.029-.035 

WATER ABSORPTION 
MAX 

ASTM D 1667 lb/ft² 
OF CUT SURFACE 

.04 

TENSILE STRENGTH ASTM D 3575 psi 
kPa 

M = 60    CM = 39 
413            269 

ELONGATION MINIMUM ASTM D 3575 % M = 124 
CM = 88 

TEAR RESISTANCE ASTM D 3575 lbs/inch M = 6 
CM = 11 

THERMAL STABILITY 24 HRS @ 158°F % MAXIMUM M = -2.0 
CM = -1.0 

THERMAL CONDUCTIVITY ASTM C 177-85 K FACTOR @ 70°F .25 

COMPRESSION SET ASTM D 3575 % OF ORIGINAL 
THICKNESS 

28% 

COLOR N/A N/A WHITE/BLACK 

CM = CROSS MACHINE DIRECTION 
 
*ALL TEST DATA ARE AVERAGE VALUES UNLESS STATED OTHERWISE. 
 

PRODUCT CHARACTERISTICS:   

GOOD MECHANICAL PROPERTIES SMOOTH SKIN LOW WATER ABSORPTION 

GOOD THERMAL INSULATOR EXCELLENT CHEMICAL RESISTANCE CONTINUOUS ROLLS 
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