
 

NRC COMPUTER CODE: PCFESTER-UL94… 

COLOR: GRAY 

FLAME SPECIFICATION: UL-94 HF-1 
FMVSS 302 

DENSITY: 1.90-2.20 PCF 

TENSILE STRENGTH: 18 PSI MIN 

ELONGATION: 150% MIN 

TEAR RESISTANCE: 2.0 LBS/IN MIN 

COMPRESSIBILITY: 40-48 ILD 

RESILIENCE (BALL REBOUND): 20-40% 

K FACTOR: .25-.30 

NOISE REDUCTION COEFFICIENT (1” TK): .60-.70 

WATER ABSORPTION: HYDROPHOBIC 

OXIDATION RESISTANCE: EXCELLENT 

2931 Exon Ave. ■ Cincinnati, Ohio 45241 
(513) 733-0883 ■ FAX (513) 733-1096 

FLAME RETARDANT POLYESTER FOAM 

 
 
 
S82N is what the foam manufacturer calls 2.0# Ester: 
S82N will not freeze down to liquid nitrogen temperatures, although if there are large movements at that 
temperature (-196°C; -321°F), the part might tear slightly. S82N should withstand 80°C (176°F) continuous and 
100-110° (212-230°F) intermittent.  
 
 

This information is furnished as a guide for selecting materials. NRC disclaims liability for results or use of this information. 
It is the customer’s responsibility to obtain and test samples when determining suitability of material for a particular 
application.  
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